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^ (57) Abstract: According to prior art, name information is displayed instead of dialling information, by means of the Name De- 
Q livery feature, for subscribers to conventional TDM CENTREX communication architectures. The mixed operation of TDM/ SIP 
^ CENTREX communication architectures does not yet support this feature. The invention remedies this in that the name informa- 
^ tion is transmitted in protocol elements of the SIP protocol and is supplied to the called subscriber by means of a logic. Said logic 
W determines whether the information is displayed or not. 
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(57) Zusammenfassung: Beim Stand der Technik werden durch das Leistungsmerkmal Name Delivery bei den Teilnehmem kon- 
'ventioneller TDM CENTREX Kommunikalionsarchitekturen Namcnsinformationen anstelle von Wahlinformationcn angezeigL Der 
Mischbetrieb von TDM/ SIP CENTREX Kommunikalionsarchitekturen unterstUtzt dieses Leistungsmerkmal bislang noch nicht. Die 
Erfindung schafft hier Abhilfe, indem die Namcnsinformationen in Protokollelemente des SIP Protokolls tibertragen und mit Hilfe 
einer Logik dcm gcrufenen Teilnehmer zugefUhrt werden. Die Logik entscheidel hieibei, ob einc Anzcige in Frage kommt odcr 
nicht 



